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BSRS-353•261 
fhge 2, Issue 1 


1. GENERAL 

1.01 This section covers the cording of plugs of the types 

used in connection with portable station telephone sets, 

etc. 

1.02 When connecting cords to plugs, connections shall be 
made as indicated by the color designations located 
adjacent to the terminals of the plugs except when a 283-type 
plug is used in connection with a 304-type telephone set. See 
2 . 01 . 

2. CORDING 

2.01 Cording of plugs used in connection with portable station 
telephone sets shall be as shown in the figures below 
with the following exception. When a 283-type plug is used in 
connection with a 304-type telephone set, the three conductors 
of the telephone set mounting cord shall be carded as follows: 
Red and yellow conductors positioned as shown on B-9C0264, 
green conductor positioned as shown for the black conductor on 
B-900264. 

2.02 When cords are assembled per B-900264 View "A tt , one wing 
of wingband shall be inserted in the small hole in plug 
base and the other wing in slot in plug cover. The stay cord 
hook self-tapping screw shall be omitted. 

2.03 When cords are assembled per B-900264 View "B", the stay 
cord hook shall be fastened to plug base with the self¬ 
tapping screw. 

2.04 The cord tips shall be bent sufficiently to avoid contact 
with cover of plug and assemble per B-900264 View "C". 

2.05 Cords such as D8J and M8C shall be assembled to the base 
of the 274-type plug as shown on BL-209422. 
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Operation 1 
Pass tie strings 
through holes of 
cord fastener and 
cross. 


Operation 2 
Loop tie strings 
around cord and 
cross again. 


Operation 3 
Tie square knot. 


Side View 
Showing cord tips 
placed with flat 
side out. 
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